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and burns, shall be protected by protec-
tive helmets.

(b) Helmets for the protection of em-
ployees against impact and penetration
of falling and flying objects shall meet
the specifications contained in Amer-
ican National Standards Institute,
789.1-1969, Safety Requirements for In-
dustrial Head Protection.

(c) Helmets for the head protection of
employees exposed to high voltage
electrical shock and burns shall meet
the specifications contained in Amer-
ican National Standards Institute,
7.89.2-1971.

§1926.101 Hearing protection.

(a) Wherever it is not feasible to re-
duce the noise levels or duration of ex-
posures to those specified in Table D-2,
Permissible Noise  Exposures, in
§1926.52, ear protective devices shall be
provided and used.

(b) Ear protective devices inserted in
the ear shall be fitted or determined in-
dividually by competent persons.

(c) Plain cotton is not an acceptable
protective device.

§1926.102 Eye and face protection.

(a) General. (1) Employees shall be
provided with eye and face protection
equipment when machines or oper-

§1926.102

ations present potential eye or face in-
jury from physical, chemical, or radi-
ation agents.

(2) Eye and face protection equip-
ment required by this Part shall meet
the requirements specified in American
National Standards Institute, Z87.1-
1968, Practice for Occupational and
Educational Eye and Face Protection.

(3) Employees whose vision requires
the use of corrective lenses in spec-
tacles, when required by this regula-
tion to wear eye protection, shall be
protected by goggles or spectacles of
one of the following types:

(i) Spectacles whose protective lenses
provide optical correction;

(ii) Goggles that can be worn over
corrective spectacles without dis-
turbing the adjustment of the spec-
tacles;

(iii) Goggles that incorporate correc-
tive lenses mounted behind the protec-
tive lenses.

(4) Face and eye protection equip-
ment shall be kept clean and in good
repair. The use of this type equipment
with structural or optical defects shall
be prohibited.

(5) Table E-1 shall be used as a guide
in the selection of face and eye protec-
tion for the hazards and operations
noted.

TABLE E-1—EYE AND FACE PROTECTOR SELECTION GUIDE

. BOGOGLES, Fiexible Fitting. Neguiar Ventiiation

. GOGOLES. Flexible Fiiting. Hooded Ventilstion

. GOGBLES, Cushioned Fiting, Rigid Body

*4. SPECTACLES, Metal Frame. with Sideshisids

*S. SPECTYACLES, Plastic Frame, with Sideshields

*8. SPECTACLES, Metai-Plastic Frame, with Sideshields

N -

** 7. WELDING COGGLES, Eyecup Type, Tinted Lanses (Iflustrated)
YA CHIPPING GOGGLES, Eyecup Type, Clesr Safety Lansas (Not Hiustrated)
®s 5. WELDING GOGGLES, Coverspec Type Tinted Lenses {(ilustrated)
SA. CHIPPING GOGGLES, Coverspec Type, Clesr Safely Lanses (Mot Illustrated)
®® 9. WELDING GOGGLES, Coverspec Type, Tinted Plste Lans
10. FACE SHIELD (Available with Pisstic or Mesh Window)
**11. WELDING MELME'S
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